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■ Western europe: austria: tarkett holding gmbh, niederlassung Wien – tel. +43 1 47 88 062 ■ Belgium: tarkett France Belux – tel. +32 16 35 98 80 ■ Denmark: tarkett a/s – tel. +45 43 90 60 11 ■ Finland: tarkett oy – tel. +358 9 5406 5870 ■ France: tarkett sas  
– tel. +33 1 41 20 42 49 ■ germany: tarkett holding gmbh, Bereich objekt – tel. +49 62 33 810 ■ greece: tarkett monoprosopi ltd – tel. +30 210 6745 340 ■ italy: tarkett s.p.a. – tel. +39 0744 7551 ■ luxembourg: tarkett gDl sa – tel. +352 949 211 8804 ■ netherlands: 
tarkett holding gmbh, vestiging nederland – tel. +31 76 57 80 760 ■ norway: tarkett as – tel. +47 32 20 92 00 ■ portugal: tarkett sa – tel. +351 21 427 64 20 ■ spain: tarkett Floors s.l – tel. +34 91 358 00 35 ■ sweden: tarkett sverige aB – tel. +46 771 25 19 00  
■ switzerland: tarkett holding gmbh, Bereich objekt schweiz – tel. +41 043 233 79 24 ■ turkey: tarkett aspen - tel. +90 212 213 65 80 ■ united Kingdom: tarkett ltd – tel. +44 (0) 1622 854 040 ■ eastern europe: Baltic countries: tarkett Baltics: tel. +370 37 262 220  
■ czech republic: tarkett France sas, org. slozka - tel. +420-271 001 602 ■ hungary: tarkett France sas - tel. +36 1 437 8150 ■ poland: tarkett polska sp. z o. o. – tel. +48 22 639 31 68 ■ russian Federation: Zao tarkett rus - tel. +7 495 775 3737 ■ slovakia: tarkett 
France sas, org.zlozka - tel. +421 248 291 317 ■ south east europe: tarkett trade d.o.o. – tel. +381 21 7557 649 (44) 569 12 21 ■ ukraine: tarkett ua – tel: +38 (0) 44 569 12 21 ■ asia anD oceania: australia: tarkett australia pty ltd – tel. +61 2 88 53 12 00  
■ china: tarkett Floor covering (shanghai) co. ltd. – tel. +86 (21) 60 95 68 38 ext 841 ■ hong Kong: tarkett asia pacific ltd. – tel. +852 2511 8716 ■ india: tarkett France (india Branch) - tel. +91 11 4352 4073 ■ south east asia: tarkett asia pacific ltd – tel. +65 97 57 36 45  
■ aFrica: tarkett international: tel. +33 1 41 20 41 01 ■ miDDle east: tarkett middle east: tel. +961 1 51 3363/4 ■ israël: tarkett international: tel. +33 1 41 20 41 01 ■ north america: usa: tarkett inc. – tel. +1 713 869 5811 / Johnsonite – tel. + 1 440 543 8916  
■ canada: tarkett inc. – tel. +1 450 293 173 ■ latin america: Brazil: tarkett Fademac - tel. 55 12 3954 7108 ■ other countries: tarkett america latina – tel. +55 11 3047 7200 ■ argentina - chile - uruguay: tarkett latam mercosur - tel. 54 11 48 06 74 28 / 54 9 11 44 46 88 82  
■ colombia - panama - caribian: tarkett latam andina - tel. 57 1 759 5781 / 57 312 273 1566 ■ Bolivia - ecuador - paraguay - peru:  tarkett latam sur oeste - tel. 55 11 3047 7233 ■ mexico /central  america: tarkett latam mexico - tel. 52 735 35 63 918 / 52 55 51 07 9524
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specification

acoustic flexible vinyl 
floorcovering with a new 
foam backing on a non 
woven glass fiber stabilized 
carrier.  
this he vinyl is reinforced 
with topclean Xp™. 
product standard: en 651.

specification

compact flexible vinyl 
floorcovering.  
this he vinyl is reinforced 
with topclean Xp™. 
product standard: en 649.

 certiFication & classiFication stanDarDs salt & pepper sand spaghetti XXl, spaghetti, spice & candy, havane - uni, pastille - Draft
 type of floorcovering  - en 651 heterogeneous acoustic vinyl
 ce certification en 14041 yes
 impact sound reduction en iso 140-8  
  en iso 717-2 Δlw 17 dB 
 acoustical improvement nF s31-074 ln,e,w = < 65 dB
 classification iso 10874 - en 685 34

 technical characteristics stanDarDs salt & pepper sand spaghetti XXl, spaghetti, spice & candy, havane - uni, pastille - Draft
 Wear layer thickness en 429 1.00mm 0.90mm 0.70mm
 surface treatment  topclean Xp™ topclean Xp™ topclean Xp™
 total thickness iso 24346 - en 428 3.35 mm 3.20 mm 3.05 mm
 abrasion group / mm3 en 660-2 group t : ≤ 2.0 group t : ≤ 2.0 group t : ≤ 2.0
 total weight / g/m2 iso 23997 - en 430 3570 3440 3270
 Form of delivery iso 24344 - en 426 
  sheet (rolls) approx. 23 running metres x 200 cm

 technical perFormances stanDarDs salt & pepper sand spaghetti XXl, spaghetti, spice & candy, havane - uni, pastille - Draft
 Dimensional stability en 434 length + width < 0.10% 
 reaction to fire en 13501-1 Bfl s1 on any a2fl or a1fl substrate cfl s1 on any derivative wood substrate
 static indentation iso 24343-1 - en 433 0.08mm 
 castor chair iso 4918 - en 425 no damage 
 Furniture leg en 424 no damage 
 curl resultant to heat en 434 ≤ 8 mm 
 electrostatic properties  en 1815 < 2 kv 
  en 1081 r1 > 109 ω 
  en 14041 antistatic on concrete 
 hygiene - Does not contribute to infection spreading 
 chemical resistance iso 26987 - en 423 high resistance 
 thermal resistance en 10456 0.04 m2 K/W 
 underfloor heating  suitable 
 light fastness en iso 105-B02 ≥ 6
 slip resistance Din 51130 r9 
  en 13893 µ ≥ 0.3 
 colours  12 9   spaghetti XXl: 2 - spaghetti: 8 
      spice & candy: 18, havane: 5 - uni: 4, pastille: 2 - Draft: 6

 certiFication & classiFication stanDarDs salt & pepper sand spaghetti XXl, spaghetti, spice & candy, havane - uni, pastille - Draft
 type of floorcovering iso 10582 - en 649 heterogeneous compact vinyl
 ce certification en 14041 yes
 classification iso 10874 - en 685 34-43

 technical characteristics stanDarDs salt & pepper sand spaghetti XXl, spaghetti, spice & candy, havane - uni, pastille - Draft
 Wear layer thickness en 429 1.00mm 0.90mm 0.90mm
 surface treatment  topclean Xp™ topclean Xp™ topclean Xp™
 total thickness iso 24346 - en 428 2.10 mm 2.00 mm 2.00 mm
 abrasion group / mm3 en 660-2 group t : ≤ 2.0 group t : ≤ 2.0 group t : ≤ 2.0
 total weight / g/m2 iso 23997 - en 430 3100 2990 2990
 Form of delivery iso 24344 - en 426 
  sheet (rolls) approx. 23 running metres x 200 cm

 technical perFormances stanDarDs salt & pepper sand spaghetti XXl, spaghetti, spice & candy, havane - uni, pastille - Draft
 Dimensional stability en 434 length + width < 0.10% 
 reaction to fire en 13501-1 Bfl s1 on any a2fl or a1fl substrate cfl s1 on any derivative wood substrate
 static indentation iso 24343-1 - en 433 0.03mm 
 castor chair iso 4918 - en 425 no damage 
 Furniture leg en 424 no damage 
 curl resultant to heat en 434 ≤ 8 mm 
 electrostatic properties  en 1815 < 2 kv 
  en 1081 r1 > 109 ω 
  en 14041 antistatic on concrete 
 hygiene - Does not contribute to infection spreading  
 chemical resistance iso 26987 - en 423 high resistance 
 thermal resistance en 10456 0.02 m2 K/W 
 underfloor heating  suitable 
 light fastness en iso 105-B02 ≥ 6
 slip resistance Din 51130 r9 
  en 13893 µ ≥ 0.3 
 colours  12 9   spaghetti XXl: 2 - spaghetti: 8 
      spice & candy: 18, havane: 5 - uni: 4, pastille: 2 - Draft: 6
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Recyclable 
Recycled content

100 %
26 %

* T V O C  A T  2 8  D A Y S

Optimal Indoor 
Air Quality

< 10 µg /m3
*

TARKETT
BALANCED

CHOICE
Natural 

50 %

Recyclable 
Recycled content

100 %
28 %

* T V O C  A T  2 8  D A Y S

Optimal Indoor 
Air Quality

< 10 µg /m3
*

the above information is subject to modification for the benefit of further improvement (06/12).

For more detailed technical information, please contact tarkett.please follow tarkett’s installation and maintenance instructions, included on the packaging, carefully.
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