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Modular design flexibility
The modular dimensions of tile, wide plank and narrow

plank liberate design. Enabling creative combinations

of size, shade and image styles to achieve unique

flooring effects.

Narrow Plank

Wide Plank

Wide Plank

Wide Plank

Tile

Tile

Tile

Tile
47.1 x 47.1cm

Wide Plank
15.7 x 94.2cm

Narrow Plank
7.85 x 94.2cm

With added Feature Lines
Consider adding I.D. Feature Lines to create even more

design opportunities. The compatibility of I.D. Premier

tiles and planks allows you to use the contrasting

colour of these design strips to achieve Ships Deck,

Lattice or other schemes with extra visual impact.

Feature Lines

Black 1421 001

Silver 1421 002

Copper 1421 003

Red 1421 004

Phosphorescent 1421 005

I.D. Premier
DESCRIPTION
Luxury vinyl commercial floorcovering with glass fibre reinforcement. TOPCLEAN XP Polyurethane reinforcement.
In tile and plank form, with bevelled edges. Product standard EN 649

The above information is subject to modifications for the benefit of further improvement.

For more detailed technical information, please contact Tarkett. Follow Tarkett’s installation
and maintenance instructions carefully, these instructions are available upon request.

Technical data Standards I.D. Premier

Wear layer thickness

Classification

Total thickness

Total weight

PUR Reinforcement

Abrasion group

Residual indentation

Furniture leg

Castor chair

Dimensional stability

Curl resultant to heat

Reaction to fire

Slip resistance

Electrostatic properties

Impact sound reduction

Colour fastness

Chemical resistance

Thermal resistance
Underfloor heating

Colours

Form of delivery

EN 429

EN 685
commercial
industrial

EN 428

EN 430

EN 660-2

EN 433

EN 424

EN 425

EN 434

EN 434

EN 13501-1
EN ISO 9239-1

DIN 51130

EN 1815
EN 1081

EN ISO 140-8
EN ISO 717/2

EN ISO 105-B02

EN 423

EN 12524

EN 427

0.7 mm

Classes:
34
43

2.5 mm

3900 g/m2

TOPCLEAN XP

Group T

≤ 0.05 mm

No damage

No damage

< 0.1 %

≤ 2.0 mm

Bfl s1 glued over A2fl substrate (concrete)
> 8 kW/m2

R9

< 2 kV on concrete
> 1010 ohms

∆Lw = 2 dB

≥ 6

Good resistance to everyday substances

0.03 m2 K/W
Suitable – max 27ºC

47 Wood, 26 Stone, 13 Design

Tiles: 47.1 x 47.1 cm
Planks: 15.7 x 94.2 cm, 7.85 x 94.2 cm

0.55 mm

Classes:
33
42

2.5 mm

3900 g/m2

TOPCLEAN XP

Group T

≤ 0.05 mm

No damage

No damage

< 0.1 %

≤ 2.0 mm

Bfl s1 glued over A2fl substrate (concrete)
> 8 kW/m2

R9

< 2 kV on concrete
> 1010 ohms

∆Lw = 2 dB

≥ 6

Good resistance to everyday substances

0.03 m2 K/W
Suitable – max 27ºC

47 Wood, 26 Stone, 13 Design

Tiles: 47.1 x 47.1 cm
Planks: 15.7 x 94.2 cm, 7.85 x 94.2 cm

EN 14041:2004 

EN 649
I.D. Premier

R
Z

Manufactured by:
Tarkett SAS
08200 Sedan

FRANCE HG
KJ

0.7 mm 0.55 mm
According to European
Classification EN 685

Tile
47.1 x 47.1 cm

Wide Plank
15.7 x 94.2 cm

Narrow Plank
7.85 x 94.2 cm

demetrim
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