
 

 

    

 EC-Samsvarserklæring  Utstedt18. November 2002 

 

 Utstedt i henholdt til Byggevaredirektivet (CPD) 89/106/EEC   

 Bekreftelse på produktgruppen: Mineralullsprodukter for brannisolering, listet opp i 

tabellen under, er produsert i overensstemmelse med forskrifter gitt i bilag ZA til NS-EN 

13162 Varmeisolasjonsprodukter for bygninger – Fabrikkfremstilte mineralullsprodukter 

(MW) 

  

 
Mineralullsprodukter for brannisolering 
 
Isolasjonsmateriale    Steinullsplater 
Overflatemateriale    Uten, med aluminiumsfolie eller glassfibervev 
Produskjonssteder    Paroc Oy Ab, FIN-21600 Parainen 
     Paroc Oy Ab, Poikkitie 1, FIN-53500 Lappeenranta 
     Paroc Oy Ab, Mineraalitie, FIN-90631 Oulu 
     Paroc AB, SE-53394 Hällekis 
     UAB Paroc, LT-2600 Vilnius Litauen 
     Paroc Trzemeszno Sp. Z o.o., PL-62-240 Trzemeszno Polen 
I overenstemmelse med EC sertifikat  Nummer 0809-CPD-0225 
Produkter 
 

Reaksjon ved brann, Euroklasser Kodebetegnelse Deklarert termisk 
konduktivitet  
 
λD (W/mK) 

 
A1 

 
A2-s1,d0 

MW-EN 13162-T4-DS(T+)-MU1 0,034 PAROC FPS 4  
0,037 PAROC FPS 10 

PAROC FPB 10 
PAROC FPS 14  
PAROC FPS 14t 
PAROC FPS 15 
PAROC FPS 15t 

PAROC FPS 15ta MW-EN 13162-T5-DS(T+)-MU1 

0,041 PAROC FPS 17 
PAROC FPS 25 

PAROC FPS 17ta 
PAROC FPS 20ta 
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EC-CERTIFICATE OF CONFORMITY 
 

Certificate No: 0809 - CPD - 0225 
 
 

In compliance with the Directive 89/106/EEC of the Council of European Communities of 21 December 1988 on the 
approximation of laws, regulations and administrative provisions of the Member States relating to the construction 
products (Construction Products Directive - CPD), amended by the Directive 93/68/EEC of the Council of European 
Communities of 22 July 1993, it has been stated that the  

 
Mineral wool products for thermal insulation  

 
used for fire protection purposes 

presented in page 2 and 
placed on the market by 

 
Paroc Group Oy Ab 

 
Neilikkatie 17, P.O. Box 294 

FIN-01301 Vantaa 
 

and produced in the factories 
 

Paroc Oy Ab, FIN-21600 Parainen 
Paroc Oy Ab, Poikkitie 1, FIN-53500 Lappeenranta 

Paroc Oy Ab, Mineraalitie, FIN-90631 Oulu 
Paroc AB, SE- 53394 Hällekis 

Paroc AB, Norra Industrigatan, SE- 28122 Hässleholm 
UAB Paroc, LT 2600 Vilnius 

 
are submitted to the manufacturer`s factory production control, including continuous testing. The initial type-testing of the 
products, the inspection of the factories and the factory production controls, which are under continuous surveillance, 
have been performed. This certificate attests that the provisions concerning the attestation of conformity and the 
performances described in Annex ZA of the standard 

EN 13162:2001 
 
were applied and that the the manufacturer´s factory production controls and products and their properties mentioned on 
page 2 fulfil the requirements in Annex ZA of the standard EN 13162:2001. 

This certificate was first issued on 2002-11-18, was updated on 2003-02-28 and remains valid as long as the conditions 
presented in the harmonised standard are fulfilled and the harmonised standard is not modified significantly or the 
manufacturing conditions in the factories or the FPC itself or existing contracts are not modified significantly. 

 
Espoo 28.2.2003 

 
 

 

Liisa Rautiainen Taru Haimala 
Research Manager Research Scientist 
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Certificate 

No 
Product 
name 

Description Thermal 
conductivity 

λD, 
W/mK 

 

Designation 
code of the 

manufacturer 

Fire 
Classifica

tion 
 
Euroclass 

Production sites 
 
 
 
A  B   C   D   E    F 

0809-0225-2 PAROC FPS 
4 

unfaced slab  0,034 MW-EN13162-T4-
DS(T+)-MU1 

A1    X   

0809-0225-4 PAROC FPS 
10 

unfaced slab 0,037 MW-EN13162-T4-
DS(T+)-MU1 

A1    X X  

0809-0225-5 PAROC FPB 
10 

unfaced board 0,037 MW-EN13162-T5-
DS(T+)-MU1 

A1 X      

0809-0225-7 PAROC FPS 
14 

unfaced slab  0,037 MW-EN13162-T5-
DS(T+)-MU1 

A1 X X X X X X 

0809-0225-8 PAROC FPS 
14t 

glass fiber tissue 
faced slab  

0,037 MW-EN13162-T5-
DS(T+)-MU1 

A1 X X X    

0809-0225-10 PAROC FPS 
15 

unfaced slab 0,037 MW-EN13162-T5-
DS(T+)-MU1 

A1    X   

0809-0225-11 PAROC FPS 
15t 

glass fiber tissue 
faced slab  

0,037 MW-EN13162-T5-
DS(T+)-MU1 

A1    X   

0809-0225-12 PAROC FPS 
15ta 

aluminium faced 
slab 

0,037 MW-EN13162-T5-
DS(T+)-MU1 

A2-s1, d0    X   

0809-0225-13 PAROC FPS 
17 

unfaced slab 0,041 MW-EN13162-T5-
DS(T+)-MU1 

A1    X   

0809-0225-15 PAROC 
FPS17ta 

aluminium faced 
slab 

0,041 MW-EN13162-T5-
DS(T+)-MU1 

A2-s1, d0    X   

0809-0225-18 PAROC FPS 
20ta 

aluminium faced 
slab 

0,041 MW-EN13162-T5-
DS(T+)-MU1 

A2-s1, d0    X   

0809-0225-19 PAROC FPS 
25 

unfaced slab 0,041 MW-EN13162-T5-
DS(T+)-MU1 

A1    X   

 
 
Manufacturing sites: 
 
A= Lappeenranta 
B= Parainen 
C= Oulu 
D= Hällekis 
E= Hässleholm 
F= Vilnius 
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