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TECHNICAL DATA

Turbo▪aircrete▪anchor▪FTP K▪(plastic)

Drill hole diameter Min. drill hole 
depth

Anchor length Woodscrew 
diameter

Metric screw Min. bolt pene-
tration

Max. bolt pene-
tration

Sales unit

do h1 l ds M lE,min lE,max
Item Art.-No. [mm] [mm] [mm] [mm] [mm] [mm] [pcs]

FTP K 4 078411 1) 8 - (10) 60 50 4 - 4,5 M 4 35 60 25
FTP K 6 078412 1) 8 - (10) 60 50 5 - 6 M 6 40 60 25
FTP K 8 078413 1) 10 - (12) 70 60 7 - 8 M 8 45 70 25
FTP K 10 078414 1) 12 - (14) 80 70 9 - 10 M 10 50 80 10
1) Values in brackets apply for aircrete, compressive strength of 5,0 N/mm² or higher.

ACCESSORIES

Setting▪tool▪FTP EK▪for▪FTP▪K▪(plastic)

Fits Sales unit
Item Art.-No. [pcs]

FTP EK 4/6 090990   FTP K4 / FTP K6  1
FTP EK 8 090991   FTP K8  1
FTP EK 10 090992   FTP K10  1

Type FTP K4 FTP K6 FTP K8 FTP K10

Screw diameter Ø [mm] 4 5-6 8 8-10
Edge distance cmin [mm] 100 100 150 200
Recommended loads in the respective base material Frec

2)

Aerated concrete PP2; PB2 (≥ 2,5 N/mm2) [kN] 0,15 0,20 0,30 0,40
Aerated concrete PP4; PB4 (≥ 5,0 N/mm2) [kN] 0,25 0,30 0,40 0,50
Aerated concrete PP6; PB6 (≥ 7,5 N/mm2) [kN] - - - -
Plaster wall [kN] - - 0,29 0,54

Turbo Aircrete anchor FTP
Highest▪recommended▪loads1)▪for▪a▪single▪anchor▪in▪aerated▪concrete▪and▪▪plaster▪walls.
The▪given▪loads▪are▪valid▪for▪screws▪with▪the▪specified▪diameter.

1) Includes the safety factor 5. 2) Valid for tensile load, shear load and oblique load under any angle.
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