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TECHNICAL DATA

HM-S▪with▪metric▪screw HM-SS▪with▪hexagon▪headed▪screw HM-H▪with▪angle▪hook

Drill hole diameter Min. drill hole 
depth

Anchor length Screw Max. panel 
thickness

Max. fixture 
thickness

Sales unit

do h1 l ds x ls dp t fix  

Item Art.-No. [mm] [mm] [mm] [mm] [mm] [mm] [pcs]

HM 4 x 32 S 062306  8 42 32 M 4 x 40 3 - 13 16 50
HM 4 x 46 S 062307  8 56 46 M 4 x 52 5 - 18 23 50
HM 4 x 59 S 062308  8 69 59 M 4 x 66 35 - 42 16 50
HM 5 x 37 S 062310  10 47 37 M 5 x 45 6 - 15 19 50
HM 5 x 52 S 062311  10 62 52 M 5 x 60 7 - 21 24 50
HM 5 x 65 S 062312  10 75 65 M 5 x 73 20 - 34 24 50
HM 6 x 37 S 062314  12 47 37 M 6 x 45 6 - 15 14 50
HM 6 x 52 S 062315  12 62 52 M 6 x 60 10 - 21 24 50
HM 6 x 65 S 062328  12 75 65 M 6 x 70 20 - 34 24 50
HM 6 x 80 S 062316  12 90 80 M 6 x 88 38 - 50 24 50
HM 8 x 55 SS 062329 1) 12 65 55 M 8 x 60 10 - 21 24 50
HM 4 x 32 H 062318  8 42 32 — 3 - 13 — 50
HM 5 x 65 H 062326  10 75 65 — 20 - 34 — 50
1) with hexagon headed screw, assembly only by using the professional installation tool HM Z 1

ACCESSORIES

HM Z 1▪-▪the▪professional▪instal-
lation▪tool

HM Z 2▪-▪the▪DIY▪installation▪tool

Sales unit
Item Art.-No. [pcs]

HM Z 1 062320     1
HM Z 2 062321     1

Type HM
4 x 32 S

HM
4 x 46 S

HM
5 x 37 S

HM
5 x 52 S

HM
5 x 65 S

HM
6 x 37 S

HM
6 x 52 S

HM
6 x 65 S

HM
8 x 55 SS

Thread size [M] M4 M4 M5 M5 M5 M6 M6 M6 M8
Recommended loads in the respective base material Frec

2)

Gypsum plasterboard 9,5 mm [kN] 0,15 0,15 0,15 0,15 - 0,15 - - -
Gypsum plasterboard 12,5 mm [kN] 0,20 0,20 0,20 0,20 - 0,20 0,20 - 0,20
Gypsum plasterboard 19 mm (2 x 9,5 mm) [kN] - - - 0,25 - - 0,25 - 0,25
Gypsum plasterboard 25 mm (2 x 12,5 mm) [kN] - - - - 0,30 - - 0,30 -
Chipboard 10 mm [kN] 0,25 0,25 0,25 0,25 - 0,25 0,25 - 0,25
Chipboard 13 mm [kN] 0,25 0,25 0,25 0,25 - 0,25 0,25 - 0,25
Chipboard 28 mm [kN] - - - - 0,50 - - 0,50 -
Plywood 4 mm [kN] 0,10 - - - - - - - -
Hardboard 3 mm [kN] 0,10 - - - - - - - -
Wood wool slab 16 mm [kN] - 0,05 - 0,05 - - 0,05 - 0,05
Wood wool slab 25 mm [kN] - - - - 0,05 - - 0,05 -
Fibre cement board 8 mm [kN] 0,25 0,25 0,25 0,25 - 0,25 - - -
Gypsum fibreboard 10 mm [kN] 0,25 0,25 0,25 0,25 - 0,25 0,25 - 0,25
Gypsum fibreboard 15 mm [kN] - 0,25 0,25 0,25 - 0,25 0,25 - 0,25

Metal cavity fixing HM
Highest▪recommended▪loads1)▪for▪a▪single▪anchor.
The▪given▪loads▪are▪valid▪for▪machine▪screws▪with▪the▪specified▪thread▪size.

1) Includes the safety factor 3. 2) Valid for tensile load, shear load and oblique load under any angle.
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Metal cavity fixing HM


